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1. Specifications

The ONE View module is a powerful doubt removal tool that interfaces with your access control system.

Features:

e Viewing the video recordings available in the recorder(s)

¢ Shoot photos and their consultation from the cameras recognized by each recorder

The triggering of the photos is caused by the command of your choice and the presence of an event
on a reader or an access control intrusion point of your choice (ONE Safe module required)

e The opening of a popup window in the access control interface containing the video stream from

the camera of your choice

o Selection of a PTZ-compatible camera preset

¢ Consultation of the video streams of your choice in the OPTIMA 360 Supervision in a dedicated
window or by choosing the camera of your choice

2. Hardware compatibilities

This list is not exhaustive.
2.1 HIKVISION recorders

NVR:

DS-9600 series

DS-9500 series

DS-7700 series

DS-7600 series

HDVR:

DS-9000 series

DS-8000-ST series

DS-7600 series

2.2 DAHUA recorders

DH-NVR608-32-4KS2

DHI-HCVR8416L-S3

DHI-XVR5104HS

DHI-HCVR7816S

OPTIMA® —ONE View -v2.2

DVR:

-9100 series

-8100 series

-8000-S series

-8800 series

-7800 series

-7300 series

-7200 series

-7100 series

-7000 series
-7204HQHI

-9632NI-18

NVR-4208

NVR-5208
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2.3 VXCORE VMS

Compatibility with VXCORE video recording solutions can transform any PC/server into a professional
NVR video recorder (server or industrial hardware architecture recommended).

For more information, please visit https://vxcore.fr

The minimum version compatible with OPTIMA is VXCore version 7.

2.4 SYNOLOGY recorders

Compatibility with NVR DS720+ series, etc.

2.5 HANWHA recorders

Compatibility with NVR XRN series, etc.

3. ONE View module

3.1 Enable the Video management module

To activate this module: press “Activate” ’in the Configuration menu / Installation administration / Addi-
tional modules. You will be asked for an activation code.

CONE VIEW ONE VIEW

Video module Video module

ACTIVATE

Fig. 1: One View module.
For remote access to ONE View®, default port 80 (TCP) need to be opened.

3.2 Access to the module

The ONE View module is directly accessible from the quick access menu . .

The configuration is directly accessible from the Configuration menu of the
OPTIMA Box® Access Control module.

Fig.2: Configuration menu.
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4. Settings

4.1 Add a recorder

To declare a recorder, click on the button “Add a recorder’ .
Fill-in the fields afterwards.

ADD A RECORDER

yee
HIKVISION

P O ons

RECORDER INFORMATION

Fig. 3: Add a recorder.

Give a name to the recorder, then choose the type of recorder between HIKVISION, DAHUA VXCORE,
SYNOLOGY or HANWHA.

Enter the login and password of the recorder user, then fill-in its IP address, HTTP et RTSP port commu-
nication, the “Token” for VXCORE VMS.

RTSP port to view the video stream, by default 554.
HTTP port tu use API of the recorder, by default 80.

You will be able to add as many recorders as necessary.

The “Token” for VXCORE recorder is available in the Admininstration/Extensions/AP| Access
section in “Advanced setup” mode.

Create API access with at least the access rights using the appropriate cameras:

¥ Camera PTZ control
4 Security agents control ¥ 1-SORTIE BUREAUZ2 VXCORE

B video screens control ¥ 2. ENTREE BUREAL VXCORE

B Contréler Farmement/désarmement des alarmes du systéme ¥ 3 - ANPR VXCORE
¥ Access to system informations ¥ 4 - ENTREE BUREALIZ VXCORE
¥ Access to system logs ¥ 5-SORTIE BUREALU VXCORE

With HTTP and RTSP access: activate advanced options and Maintenance mode.

From Administration/Network/Firewall, check if the appropriate boxes are checked:
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¥ Advanced setup Network / Firewall

PERSONNALISATION Firewall

HTTPS (Port 443/TCP): ¥ - Anywhere (LAN and WAN)

B - Network ethO

HTTP (Port 8O/TCP) (%: # - Anywhere (LAN and WAN)
- Network ethD

RTSP (Port 554/TCP) (9: ¥ - Anywhere (LAN and WAN)

CONFIGURATION - Network ef

FTP (Port 20, 21/TCP) (%: - Anywhere (LAN and WAN)
- Network ethD

NTP (Port 123/UDP) (- - Anywhere (LAN and WAN)
- Network ethO

SNMP (Port 161/UDP) (): - Anywhere (LAN and WAN)
- Network ethD

PING (ICMP : echo-request): - Anywhere (LAN and WAN)
- Network ethO

4.2 Recorder informations

RECORDER INFORMATION

Embedded Net DVR
539-3431-3434-

c056e3036642

DS-7204HQHI-SH/A

SH/AD420140816AAWRAT659414
4wcvu
©0:56:03:03:66:42

V3.0
build 140731
V5.0

build 140729

Fig. 4 : Recorder information
4.3 Camera setup

Press the button “Synchronize” REEEEEE to auto-detect the cameras that are declared in the re-
corder.
You can delete each camera if you do not want to use them in the database.

RECORDER INFORMATION

RECORDER SETUP

NAME CONFIGURATION TYPE HTTP PORT
Synology P 5000

TYPE 1P ADRESS RTSP PORT
SYNOLOGY 192.168.2.209 554

CAMERA CONFIGURATION SYNCHRONIZE

NAME COMPANIES SHIFTING DURATION POINTS INTRUSION DELETE

HIK LPR SOCIETE A 00:10 00:10 0 X

camera Default

Fig. 5: Synchronise cameras in the database.
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By default, cameras are selected, if a row is deleted, it means that the camera does exist in the data-
base, but it has been deleted from the recorder.

Configure the camera: choose the reader to associate with this camera: click on the corresponding line
to obtain its configuration.

In the list of events, it is possible to display a video sequence. You can display a video sequence on the
date of event linked to a reader:

¢ Shifting before event: the duration before the event (maximum 23min 59sec)
o Duration after event: the duration after event (maximum 23min 59sec)

o Readers associated: reader(s) to associate (optional)

¢ Intrusion unit: intrusion alarm panel to be selected (optional)

¢ Input points associated: detection points/area to be selected (multiple selection possible, op-
tional)

CAMERA CONFIGURATION

Name
CAM 01

Company (ies)
Default

Fig. 6: Camera configuration.

5. Video streams

Information on the use of video streams from recorders
The main stream of each camera is used in ONE VIEW for viewing recordings.
The sub stream of each camera is used in OPTIMA 360 and in the OPTIMA event list.

Streams should be configured with video parameters in "medium" mode to allow fluid display in
the OPTIMA interfaces.
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lllustration:

Camera [[D1]HIKMINI v]
Stream Type [ Main Stream(Normal) ~]
Video Type

Resolution [1280720P v
Bitrate Type | Variable V\
Video Quality [ Medium v]
Frame Rate [15 ~| s
Max. Bitrate [4096 | Kbps
Video Encoding [H.265 ~]
H.265+ [OFF v]

e |

Fig. 7: Configuration with video parameters in "Medium" mode.

6. Operation

6.1 Recordings consultation

View the recordings by selecting your camera and the recording period (by default 5 min recording 4 min
back from the current time).

OPTIMA BOX () 547PM  Alertlevel D ~

RECORDINGS CONSULTATION

10-20-2021 Wed 13}38:

Fig. 8: Recordings consultation.

Note: Videos from SYNOLOGY recorder being sequenced, select the appropriate sequence to play from the re-
sults.
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Fig. 9: Select the appropriate record (SYNOLOGY).
6.2 Export photos

Consult the photos from the software automations (see One View automations).

You can filter by type of event and / or by period.

Fig. 10: Export photos.

The available functions:

o m The button "Storage Capacity" button indicates the storage capacity with 1 GB of dedicated
space

o E The “Download” button The download button allows you to retrieve the photos

o ﬂ The “Delete” button The download button allows you to delete the selected photos
o m The button « Purge » permanently deletes all the saved photos

OPTIMA® —-ONE View -v2.2 p. 9/14



6.3 Supervision — OPTIMA 360

The OPTIMA 360 supervision module allows you to display video feeds as an element in a clip or as a

live video stream in a window.

a) Video stream associated with a camera in a plan

You can combine all the
viewing and access control
functions on a graphical inter-
face. The background repre-
sents the plan of a building,
site etc.

You can then insert the
cameras with the OPTIMA 360
editor.

The user can access the cam-
eras in real time by clicking on
the icon of a camera according
to the size selected when add-
ing a camera in the configura-
tion section.

b) Live video stream

You can view the direct feed
from each camera in a synoptic
map (up to 4 video feeds at the
same time).

OPTIMA® —ONE View -v2.2
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Fig. 13 : Camera configuration.

p. 10/14



User can access direct
video stream from
cameras.

Fig. 14: Display of direct video stream from 4 cameras.

For more information, please refer to the OPTIMA 360 documentation.

6.4 Events

Associating readers with cameras causes a camera icon . to appear in the list of events.

Clicking on it opens the corresponding video sequence.

OPTIMA BOX © © a28pPM Alertlevel 0 ~ [ ] 7
You can
thus consult re- ACCESS CONTROL EVENTS CUSTOMISE COLUMNS
cording se- e NATUME OF THERVENT, | oA UT SADGE MR EASTNANE T A LcecE PLATE

quences for all
events linked to
a reader associ-
ated with a cam-
era or several
cameras.

AA-123-AAlS

Delivery truck

NATURE OF THE EVENT CENTRAL UNIT READER BADGE NUMBER LAST NAME FIRST NAME

DESELECT

Fig. 15: Recording sequence linked to events.

6.5 Video stream display associated with alarm devices

If cameras are associated with intrusion points or zones, the View column displays a camera icon -

This gives direct access to the video sequence at the time of the event (the ONE Safe module activated
and configured, see documentation).
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EVENTS LIST

svs

RISCO LIGHTSYS

Partition 1

Partition 1

Partition 1

COMMUNS

COMPTA

DIRECTION

BEHOTLINE

20 >

© & s

Nertlevel0 ~ @

EXPORT

Fig. 16: Video stream display associated with an alarm input.

6.6 One View automations

Software automations allow you to perform several actions according to your needs.

a) Display function

This function opens a pop up linked to the selected camera.

Evénement lié 3 un groupe - Al

Camera

OPTIMA BOX

ACCESS CONTROL EVENTS
DATE

NATURE OF THE EVENT

Fin uto

Exdcution automatis...

Code erroné

Connexion centrale
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LIGUARD 4

'SORTIE BATIMENT
RMA 10

LIGUARD 4

Fig. 17:

EDIT AUTOMATION

CONDITIONS

- Badge acceplé

+

ACTIONS

- Display

READER BADGE NUMBER

Porte Sortie

Pop up linked to the event.

-

FIRST NAME

ADD AN AUTOMATION

Q@ 432PM Alertlevel 0 ~

LICENCE PLATE

CUSTOMISE COLUMNS

VIEW
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b) Preset function

This function activates the selected preset of a PTZ camera.

ADD AN AUTOMATION

EDIT AUTOMATION

CONDITIONS

Evénement lié & un groupe - Al - | ‘Eadgear_;epte - ‘ |er--1.u.

o

ACTIONS

- ‘ Presels

Fig. 18: Change of camera positioning linked to the event.

¢) Photo function

This function causes a photo to be captured, and a photo saved in the OPTIMA.

This option is available in the events list by pressing the camera icon .

CAPTURE PHOTO ADD AN AUTOMATION

EDIT AUTOMATION
CONDITIONS

Evénement lié & un groupe - | ‘ Al - Badge accepté

+

ACTIONS

Camera = | |::amera01 = ‘ |thu

&  OPTIMABOX D Aertievelo ~ @ @

ACCESS CONTROL EVENTS CUSTOMISE COLUMNS
DATE NATURE 0 CENTRAL UNIT GE NUMBER LAST NAME FIRST NAME LICENCE PLATE VIEW
1/19/2021 4:38:44 PM inde 0. Capture photo

1/19/20214:3843PM  Exécution automatis. Capture photo

1/10/9091 4:22-90 DM Fin davacuting

AA-123-AAf

Delivery truck

NATURE OF THE EVENT CENTRAL UNIT READER BADGE NUMBER LAST NAME FIRST NAME LICENCE PLATE

Fig. 19: Camera photo capture linked to the event.
Technical support:

support@eden-innovations.com
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